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Abstract

An auditory “scene”, composed of overlapping acoustic sesircan be
viewed as a complex object whose constituent parts are theidoal
sources. Pitch is known to be an important cue for auditceps@naly-
sis. In this paper, with the goal of building agents that apem human
environments, we describe a real-time system to identéypitesence of
one or more voices and compute their pitch. The signal peingén the
front end is based on instantaneous frequency estimatiorethod for
tracking the partials of voiced speech, while the patteatetming in the
back end is based on nonnegative matrix factorization, aupgrvised
algorithm for learning the parts of complex objects. Whilggorting a
framework to analyze complicated auditory scenes, ouegyshaintains
real-time operability and state-of-the-art performamceléan speech.

1 Introduction

Nonnegative matrix factorization (NMF) is an unsuperviakgbrithm for learning the parts
of complex objects [11]. The algorithm represents high disi@nal inputs (“objects”) by
a linear superposition of basis functions (“parts”) in whhwoth the linear coef cients and
basis functions are constrained to be nonnegative. Appdigdages of faces, NMF learns
basis functions that correspond to eyes, noses, and maghbed to handwritten digits,
it learns basis functions that correspond to cursive sgoKene algorithm has also been
implemented in real-time embedded systems as part of al\fismaend [10].

Recently, it has been suggested that NMF can play a simil@ejul role in speech and au-
dio processing [16, 17]. An auditory “scene”, composed afrtapping acoustic sources,
can be viewed as a complex object whose constituent parttharidividual sources.
Pitch is known to be an extremely important cue for sourceusgfon and auditory scene
analysis [4]. Itis also an acoustic cue that seems amerabiedeling by NMF. In partic-
ular, we can imagine the basis functions in NMF as harmoaickst of individual periodic
sources (e.g., voices, instruments), which are superposgiéle the magnitude spectrum
of a mixed signal. The pattern-matching computations of NAME& reminiscent of long-
standing template-based models of pitch perception [6].

Our interest in NMF lies mainly in its use for speech proaagsin this paper, we describe
a real-time system to detect the presence of one or moresvaiteg determine their pitch.



Learning plays a crucial role in our system: the basis fumstiof NMF are trained of ine
from data to model the particular timbres of voiced speedtickvvary across different
phonetic contexts and speakers. In related work, SmaragdiBrown used NMF to model
polyphonic piano music [17]. Our work differs in its focus speech, real-time processing,
and statistical learning of basis functions.

A long-term goal is to develop interactive voice-driven aigethat respond to the pitch
contours of human speech [15]. To be truly interactive @laggents must be able to process
input from distant sources and to operate in noisy envirarimeith overlapping speakers.
In this paper, we have taken an important step toward thislgoenaintaining real-time
operability and state-of-the-art performance in clearespheavhile developing a framework
that can analyze more complicated auditory scenes. Thesalarentlycompetingyoals

in engineering. Our focus on actual system-building alstirfjuishes our work from many
other studies of overlapping periodic sources [5, 9, 19220,

The organization of this paper is as follows. In section 2pescribe the signal processing
in our front end that converts speech signals into a formd¢hatbe analyzed by NMF. In
section 3, we describe the use of NMF for pitch tracking—nlgmbe learning of basis
functions for voiced speech, and the nonnegative decotigalor real-time analysis. In
section 4, we present experimental results on signals wi¢has more voices. Finally, in
section 5, we conclude with plans for future work.

2 Signal processing

A periodic signal is characterized by its fundamental fesaey,f o. It can be decomposed
by Fourier analysis as the sum of sinusoids—or partials—seticequencies occur at inte-
ger multiples off . For periodic signals with unknowfry, the frequencies of the partials
can be inferred from peaks in the magnitude spectrum, as ctmd by an FFT.

Voiced speech is perceived as having a pitch at the fundatfeaquency of vocal cord vi-
bration. Perfect periodicity is an idealization, howetke waveforms of voiced speech are
non-stationary, quasiperiodic signals. In practice, car@not reliably extract the partials
of voiced speech by simply computing windowed FFTs and loggteaks in the magni-
tude spectrum. In this section, we review a more robust ntetkiown as instantaneous
frequency (IF) estimation [1], for extracting the stableusioidal components of voiced
speech. This method is the basis for the signal processiogrifront-end.

The starting point of IF estimation is to model the voicedesphesignals(t), by a sum of
amplitude and frequency-modulated sinusoids:
X Z
s(t) = i (t)cos dt!i(t)+ ; : ()

i 0

I
The arguments of the cosines in eq. (1) are called the irstanus phases; their deriva-
tives with respect to time yield the so-called instantarsefoequencies i (t). If the am-
plitudes ;(t) and frequenciek;(t) are stationary, then eq. (1) reduces to a weighted sum
of pure sinusoids. For nonstationary signaldt) intuitively represents the instantaneous
frequency of theth partial at timet.

The short-time Fourier transform (STFT) provides an efrti¢ool for IF estimation [2].
The STFT ofs(t) with windowing fugctionw(t) is given by:

F(it)= ds()w( tel : 2)

Letz(!;t )= &' F(!;t) denote the analytic signal of the Fourier componersi{(tf with
frequency! , and leta = Re[z] andb = Im[ z] denote its real and imaginary parts. We



1000

Instantaneous Frequency (Hz)
[o2]
o
o

Pitch (Hz)
=
o
o

Figure 1: Top: instantaneous frequencies of estimatedhpsafor the utterance “The north
wind and the sun were disputing.” Bottorfi; contour derived from a laryngograph record-

ing.

can de ne a mapping from the time-frequency plane of the STé-another frequency
axis (I;t) by:
@ a@b p@a
|- = = |- - @t ~@t
(tt) ((-Z)tc':lr@J[Z(-,t ) (3)
The derivatives on the right hand side can be computed aftljevia SFFTs [2]. Note
that the right hand side of eq. (3) differentiates the instaeous phase associated with a

particular Fourier component s{t). IF estimation identi es the stable xed points [7, 8]
of this mapping, given by

(¢ ;ty=! and (@=@)j,., <1 (4)

as the instantaneous frequencies of the partials that appeg. (1). Intuitively, these xed
points occur where the notions of energy at frequénday eqgs. (1) and (2) coincide—that
is, where the IF and STFT representations appear most temisis

The top panel of Fig. 1 shows the IFs of partials extractedhiy inethod for a speech
signal with sliding and overlapping analysis windows. Tlo¢tdm panels shows the pitch
contour. Note that in regions of voiced speech, indicateddnyzerof o values, the IFs
exhibit a clear harmonic structure, while in regions of uned speech, they do not.

In summary, the signal processing in our front-end extrpatsials with frequenciek; (t)
and nonnegative amplitudg@s(! ; (t); t)j, wheret indexes the time of the analysis window
andi indexes the number of extracted partials. Further anabfdise signal is performed
by the NMF algorithm described in the next section, whichdedito detect the presence
of one or more voices and to estimate tHgivalues. Similar front ends have been used in
other studies of pitch tracking and source separation [Z, 23].

3 Nonnegative matrix factorization

For mixed signals of overlapping speakers, our front-enphuts the mixture of partials
extracted from several voices. How can we analyze this altpINMF? In this section,
we show: (i) how to learn nonnegative basis functions thad@hthe characteristic timbres
of voiced speech, and (ii) how to decompose mixed signaéying of these basis functions.

We brie y review NMF [11]. Given observationg;, the goal of NMF is to compute basis
functionsW and linear coef cients; such that the reconstructed vectgnis = WX ¢



best match the original observations. The observatiorss fanctions, and coef cients
are constrained to be nonnegative. Reconstruction erremmaasured by the generalized
Kullback-Leibler divergence:

G(y;y) = [y logly =) vy +¥% 1, )

which is lower bounded by zero apd vanishes if and only # y. NMF works by opti-
mizing the total reconstruction error, G(y:; ¥) in terms of the basis function¥ and
coef cientsx;. We form three matrices by concatenating the column vegtgng, andx;
separately and denote them ¥y, Y and X respectively. Multiplicative updates for the
optimization problem are given in terms of the elemer%ts eSeéhmatrices:
n # P
X Yt 4 WD Yt :Yt 5
w w X — 5 X X f . (6
t t Yt t t W ( )

These alternating updates are guaranteed to converge talamdnimum of the total re-
construction error; see [11] for further details.

In our application of NMF to pitch estimation, the vectgrsstore vertical “time slices”
of the IF representation in Fig. 1. Speci cally, the elengnfy; store the magnitude
spectrgF (! ; (t); t)j of extracted partials at time the instantaneous frequency axis is dis-
cretized on a log scale so that each element afovers 1/36 octave of the frequency spec-
trum. The columns oW store basis functions, or harmonic templates, for the ntagei
spectra of voiced speech with different fundamental fregies. (An additional column
in W stores a non-harmonic template for unvoiced speech.) #nsthidy, only one har-
monic template was used per fundamental frequency. Theafuaedtal frequencies range
from 50Hz to 400Hz, spaced and discretized on a log scale.dfst@ined the harmonic
templates for different fundamental frequencies to betedldy a simple translation on
the log-frequency axis. Tying the columns\&f in this way greatly reduces the number
of parameters that must be estimated by a learning algoritinally, the elements of;
store the coef cients that best reconstrygtby linearly superposing harmonic templates
of W . Note that only partials from the same source form harmogiations. Thus, the
number of nonzero elementsxn indicates the number of periodic sources at ttmehile
the indices of nonzero elements indicate their fundamérgglencies. It is in this sense
that the reconstructiop,  Wx ; provides an analysis of the auditory scene.

3.1 Learning the basis functions of voiced speech

The harmonic templates W were estimated from the voiced speech of (non-overlapping)
speakers in the Keele database [14]. The Keele databasie@saligned pitch contours
derived from laryngograph recordings. The rst halves dfuaterances were used for
training, while the second halves were reserved for testBigen the vectorg; computed

by IF estimation in the front end, the problem of NMF is to extte the columns dV and

the reconstruction coef cients;. Eachx; has only two nonzero elements (one indicating
the reference value fdry, the other corresponding to the non-harmonic template ®f th
basis matriXW ); their magnitudes must still be estimated by NMF. The estion was
performed by iterating the updates in eq. (6).

Fig. 2 (left) compares the harmonic template at 100 Hz bedokafter learning. While
the template is initialized with broad spectral peaks, itégmsiderably sharpened by the
NMF learning algorithm. Fig. 2 (right) shows four examplesm the Keele database
(from snippets of voiced speech with = 100 Hz) that were used to train this template.
Note that even among these four partial pro les there is iciBrable variance. The learned
template is derived to minimize the total reconstructiomeover all segments of voiced
speech in the training data.
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Figure 2: Left: harmonic template before and after learning for voiced clpest
fo =100 Hz. The learned template (bottom) has a much sharper sppotrée. Right:
observed partials from four speakers with= 100 Hz.

3.2 Nonnegative deconvolution for estimatingd , of one or more voices

Once the basis functionsiW have been estimated, computiguchthay  Wx under
the measure of eq. (5) simpli es to the problem of nonnegeadizconvolution. Nonnegative
deconvolution has been applied to problems in fundamergguency estimation [16],
music analysis [17] and sound localization [12].

In our model, nonnegative deconvolutionyf Wx yields an estimate of the number
of periodic sources iy as well as theif o values. Ideally, the number of nonzero recon-
struction weights ik reveal the number of sources, and the corresponding colinmns
the basis matrifV reveal theirf o values. In practice, the index of the largest component
of x is found, and its correspondirig value is deemed to be the dominant fundamental
frequency. The second largest component @§ then used to extract a secondary funda-
mental frequency, and so on. A thresholding heuristic candeel to terminate the search
for additional sources. Unvoiced speech is detected by plsifname-based classi er
trained to make voiced/unvoiced distinctions from the olsony and its nonnegative
deconvolutiorx.

The pattern-matching computations in NMF are reminiscéntedl-known models of har-
monic template matching [6]. Two main differences are waoidting. First, the templates
in NMF are learned from labeled speech data. We have fousddhie essential in their
generalization to unseen cases. It is not obvious how td arhfirmonic template “by
hand” that manages the variability of partial pro les in Fiy(right). Second, the template
matching in NMF is framed by nonnegativity constraints. Spally, the algorithm mod-
els observed partials byreonnegativesuperposition of harmonic stacks. The cost function
in eq. (5) also diverges i =0 wheny is nonzero; this useful property ensures timdt-
ima of eq. (5) must explain each observed partial by its latition to one or more sources.
This property does not hold for traditional least-squairesdr reconstructions.

4 Implementation and results

We have implemented both the IF estimation in section 2 aadchtinnegative deconvolu-
tion in section 3.2 in a real-time system for pitch trackifdne software runs on a laptop
computer with a visual display that shows the contour ofeastiedf ; values scrolling in
real-time. After the signal is downsampled to 4900 Hz, Iknestion is performedin 10 ms
shifts with an analysis window of 50 ms. Partials extractedifthe xed points of eq. (4)
are discretized on a log-frequency axis. The columns of #séstmatriX\W provide har-



Keele database

VE (%) | UE (%) | GPE (%) | RMS (Hz)
NMF 7.7 4.6 0.9 43
RAPT 3.2 6.8 2.2 4.4
Edinburgh database
VE (%) | UE (%) | GPE (%) | RMS (Hz)
NMF 7.8 4.4 0.7 5.8
RAPT 45 8.4 1.9 5.3

Table 1: Comparison between our algorithm and RAPT [18] ertdist portion of the Keele
database (see text) and the full Edinburgh database, irstefihe percentages of voiced
errors (VE), unvoiced errors (UE), and gross pitch erroBE}; as well as the root mean
square (RMS) deviation in Hz.

monic templates fofy = 50 Hz tof, = 400 Hz with a step size oi=36 octave. To
achieve real-time performance and reduce system latelneysytstem does not postpro-
cess the ¢ values obtained in each frame from nonnegative deconesiutn particular,
there is no dynamic programming to smooth the pitch contmicommonly done in many
pitch tracking algorithms [18]. We have found that our altfon performs well and yields
smooth pitch contours (for non-overlapping voices) evetheuit this postprocessing.

4.1 Pitch determination of clean speech signals

Table 1 compares the performance of our algorithm on cleaadpfrom a single speaker

to RAPT [18], a state-of-the-art pitch tracker based on eanelation and dynamic pro-
gramming. Four error types are reported: the percentageioéd frames misclassi ed as
unvoiced (VE), the percentage of unvoiced frames misckssis voiced (UE), the per-
centage of voiced frames with gross pitch errors (GPE) whedicted and referende
values differ by more than 20%, and the root-mean-squardtiSjRlifference between
predicted and referendg values when there are no gross pitch errors. The results were
obtained on the second halves of utterances reserved forgés the Keele database, as
well as the full set of utterances in the Edinburgh datab3keds shown in the table, the
performance of our algorithm is comparable to that of RAPT.

4.2 Pitch determination of overlapping voices and noisy sgeh

We have also examined the robustness of our system to naisevanlapping speakers.
Fig. 3 shows thd values estimated by our algorithm from a mixture of two veiee®ne
with ascending pitch, the other with descending pitch. Baaibe spans one octave. The
dominant and secondafy values extracted in each frame by nonnegative deconvalutio
are shown. The algorithm recovers thevalues of the individual voices almost perfectly,
though it does not currently make any effort to track the @eithrough time. (This is a
subject for future work.)

Fig. 4 shows in more detail how IF estimation and nonnegald@nvolution are affected
by interfering speakers and noise. A clean signal from alsisgeaker is shown in the
top row of the plot, along with its log power spectra, pagiaektracted by IF estimation,
estimated o, and reconstructed harmonic stack. The second and thirsisioaw the effects
of adding white noise and an overlapping speaker, resgdgtiBoth types of interference
degrade the harmonic structure in the log power spectra snalcéed partials. However,
nonnegative deconvolution is still able to recover thetpi€the original speaker, as well
as the pitch of the second speaker. On larger evaluatiomealgorithm's robustness, we
have obtained results comparable to RAPT over a wide ran§&l&s (as low as 0 dB).
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Figure 3:Left: Spectrogram of a mixture of two voices with ascending andetedingf o
contoursRight: f ¢ values estimated by NMF.
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Figure 4: Effect of white noise (middle row) and overlappsmeaker (bottom row) on
clean speech (top row). Both types of interference degtaglrarmonic structure in the log
power spectra (second column) and the partials extractéll bgtimation (third column).
The results of nonnegative deconvolution (fourth colurnoyyever, are fairly robust. Both
the pitch of the original speakerfat = 200 Hz and the overlapping speakef gt= 300 Hz
are recovered. The fth column displays the reconstructedeof extracted partials from
activated harmonic templates.

5 Discussion

There exists a large body of related work on fundamentaluigaqy estimation of over-

lapping sources [5, 7, 9, 19, 20, 21]. Our contributions is traper are to develop a new
framework based on recent advances in unsupervised lgaanith to study the problem

with the constraints imposed by real-time system buildifépnnegative deconvolution

is similar to EM algorithms [7] for harmonic template matafyj but it does not impose

normalization constraints on spectral peaks as if theyesspited a probability distribution.
Important directions for future work are to train a richeraharmonic templates by NMF,

to incorporate the frame-based computations of nonnegdéeonvolution into a dynami-

cal model, and to embed our real-time system in interactiemts that respond to the pitch
contours of human speech. All these directions are beirgehcpursued.
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